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DENNEHY ARCHITECT
3464-A Bluehonnet
m Fort Worth, Texas 7
4 Tel: 817.922.9933
Fax: 817.922.9997
Paul M. Dennehy,
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REFERENCED NOTES ROOF PLAT
REMOVE EXISTING ROOFING, REPAIR EXISTING WOOD A 72
: __ REMOVE EXISTING CANOPY AND INSTALL NEW CANOPY TO | O] NEW MASONRY PARAPET AS DETAILED. | 5] NEW AIR-CONDITIONING UNIT OR CONDENSER MOUNTED PROVIDE 4'x4" OPENING WITH 2x& CURB AT EACH
S e orolD MATCH EXISTING CORRUGATED METAL CANOPY. FINISH > < ON PRESSURE TREATED TIMBER RUNNERS. CONDENSER AND HVAC UNIT NO. 2 FOR CONDUITS AND
: TO BE PAINT. PIPES. TURN ROOFING UP AND OVE B.
DO AWAY WITH ANY PONDING AND TO INSURE DRANAGE N = | || NEW LOW-PARAPET AT NEW LADDER AS DETAILED. | G| TAPERED INSULATION CRICKET FOR GOOD DRAINAGE. o, TURN ROOFING U OVER CUR
G ) ADJACENT BUILDING AND ITS PARAPET. U 2 COORDINATE LOCATION WITH HVAC CONTRACTOR. HVAC
_~_ TO THE ROOF DRAIN AND DOWNSFOUT. (- _ P CONTRACTOR IS TO FURNISH AND INSTALL WATERTIGHT AUGUST 21, 2012
2 | INSTALL NEW ROOFING OVER NEW 3" RIDID INSULATION SN | 2| NEW STEEL LADDER AS DETAILED. | /| FLASHING TURNED UP INTO A METAL FLASHING CAP SET CAP OVER EACH CURB.
X INSTALLED OVER EXISTING METAL ROOFING. /w\ mmﬂrm@mw\_/wmw_mwwmw m>om%wmmmw2c INSTALL NEW METAL X X INTO A SAWCUT REGLET IN THE ADJACENT BRICK WALL. @ ROUTE PLUMBING VENT STACKS TO AVOID CONFLICT
3 | NEW ROOFING OVER 3" RIGID INSULATION INSTALLED N . | 3| SLOPE FOR GOOD DRAINAGE WITH TAPERED RIDID | & 1" EXPANSION JOINT CURB WITH EXPANDABLE METAL WITH WALK PADS
X OVER NEW METAL DECK. /Auv NEW METAL GUTTER AS DETAILED. ~—" INSULATION. X JOINT COVER AS DETAILED. .
N
4 | EXISTING METAL CANOPY. REPAIR AND RE-FINISH WITH N | k_. NEW ROOFING WALK PADS FROM THE LADDER TO ALL _ w OVERFLOW DRAIN - REF DTL 6/A2.4
> NEW PAINT (TOP AND BOTTOM). /@\ NEW METAL DOWNSFOUT AND SCUPPER DRAIN - " AROUND ALL THE AIR-CONDITIONING CONDENSERS. ~
REF DTL. 3/A2.4




